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                                Introduction
                Thank you for your interest in our quotation tool. APEX Dynamics has specially developed this tool to serve you as a customer even faster and more easy.

Questions or comments are always welcome!

Call: +31 (0)492 509 995 (NL) / +32 (0)3 808 15 62 (BE)  or contact us per mail

                
                            
            
                    Name*
                    
                

            
   
                    
            
                    Company*
                    
                

            
   
                    
            
                    Telephone number*
                    
                

            
   
                    
            
                    E-mailaddress*
                    
                

            
   
                        

                                                   
                Volgende stap    
                            

                        
                                Straight or Right-Angled
                All our straight (spur) gearboxes are also available in a right-angle (90°) version. This can save space in the application. The bevel gear and hypïode gearboxes are of course always right-angled.

Choose here which execution is preferred:

                
                                                 
                     
                         
                             
                                                                                       

[image: Haaks]


                             Right-angled                             
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                             Straight (spur)                             

                             
                             

                         
                     

                 

                                   
                                    

                                Volgende stap
                            

                        
                                [image: ga terug] Terug
                                Output shaft
                Apex Dynamics has no less than 8 options regarding the output shaft, select the desired version here: output shaft without key (S1), output shaft with key (S2), output involvente or spline shaft (S3, DIN 5480), output flange (ISO 9409), output flange with curvic plate (patented), output shaft for a belt pulley (pulley available separately), output hollow shaft with keyway or output hollow shaft with shrink disk.

                
                                                 
                     
                         
                             
                                                                                       

[image: Volle as zonder spie (S1)]


                             Shaft without key (S1)                             

                             
                             

                         
                     

                 

                                 
                     
                         
                             
                                                                                       

[image: Volle as met spie (S2)]


                             Shaft with key (S2)                             

                             
                             

                         
                     

                 

                                 
                     
                         
                             
                                                                                       

[image: Spline (S3, DIN 5480)]


                             Spline (S3, DIN 5480)                             
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                             Flange (ISO 9409)                             
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                             Flange (Curvic Plate)                             
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                             Pulley                             

                             
                             

                         
                     

                 

                                 
                     
                         
                             
                                                                                       

[image: Holle as met spiebaan]


                             Hollow shaft with key                             

                             
                             

                         
                     

                 

                                 
                     
                         
                             
                                                                                       

[image: Holle as met krimpschijf]


                             Hollow shaft with schrink disc                             

                             
                             

                         
                     

                 

                                   
                                    

                                Volgende stap
                            

                        
                                [image: ga terug] Terug
                                Specifications
                Enter the desired backlash (in ≤ X arcminutes), ratio (ratio X:1) and the required Nominal output torque (Nm) ?

                
                            
            
                    Backlash
                    
                    
                    
                    
                    1

                    16

                    

                    

                    
                    ≤1

                    Arcminutes

                    

                    

            

            

           
                    
            
                    Ratio (ratio X : 1)*
                    
                

            
   
                    
            
                    Output torque (Nm)*
                    
                

            
   
                        

                                Volgende stap
                            

                        
                                [image: ga terug] Terug
                                Material
                Apex Dynamics has 3 choices regarding the material of the housing. This is inherent for the type of gearbox, so it is not always a free choice. The adapter plates (for mounting the motor used) are standard always made of aluminum, stainless steel is an option.

Stainless (SUS416) : AB/ABR. AD/ADR/ADS, AE/AER, AF/AFR, AFX/AFXR, AT

Steel/Aluminum : AH/AHK, AFH/AFHK, AP/APC/APK/APCK, PII/PIIR, PD/PDR, PL/PLR, KF/KH

Blackened steel : ATB

                
                                                 
                     
                         
                             
                                                                                       

[image: Materiaal rvs]


                             Stainless (SUS416)                             

                             
                             

                         
                     

                 

                                 
                     
                         
                             
                                                                                       

[image: Materiaal Staal / Aluminium]


                             Steel / Aluminum                             

                             
                             

                         
                     

                 

                                 
                     
                         
                             
                                                                                       

[image: Materiaal Gezwart Staal]


                             Blackened steel                             

                             
                             

                         
                     

                 

                                   
                                    

                                Volgende stap
                            

                        
                                [image: ga terug] Terug
                                Additional information
                                
                        
            Which motor will be mounted?
            Because we always supply a suitable motor adapter plate, suitable input diameter and motor mounting material, we need to know which (servo) motor is being mounted. Specify the brand and type of the motor here.

        

                    
            
                    Motor brand*
                    
                

            
   
                    
            
                    Motor type*
                    
                

            
   
                
            Lubrication
            As standard we supply all our gearboxes with a synthetic lubricant (grease), but we can also supply with other specific lubricants such as: Food Grade (NSF-H1), Low temperature, Grease (High Speed), Vacuum lubricant or even without lubricant. A surcharge will be charged for this.

        

                    
            Select lubrication
                Standard
Food Grade (NSF-H1)
Grease
Low temperature
Vacuum lubricant
No smeermiddel
I do not know


        

                
            Quantity
            How many piece do you require in this configuration?

        

                    
            
                    Quantity*
                    
                

            
   
                        

                                Volgende stap
                            

                        
                                [image: ga terug] Terug
                                Application
                In order to get the best possible picture of the application, we request you to enter a description and preferably a drawing (or sketch)?

                
                            
            
            Description of the application
             
            

            

                            

    

    
        
    

    
        
        
    





                

                                
                
                
                Offerte opvragen!  
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          ×
        
      

      
      


 














	
		Please fill in the field below and we will prepare a specific calculation and offer for your application.
		

		—Kies een optie—
I need a gearbox
I need a rack and pinion


		

	



[group tandwielkast]



	
		Gearbox
		

	




	
		Wat is de gewenste overbrengverhouding?
		

		
		

	

	
		Wat is het gewenste uitgaande koppel?
		

		
		

	




	
		Wat is het maximale versnellingskoppel?
		

		
		

	

	
		Wat is de nominale ingangssnelheid?
		

		
		

	




	
		Is verdraaispeling van belang?
		

		—Kies een optie—
Nee
Ja
Zeer van belang


		

	

	
		[group verdraaispeling]
		

		Wat mag de verdraaispeling zijn?
		

		

[/group]
		

	




	
		Welke servomotor wordt aangebouwd?
		

		
		

	

	
		Haaks of rechte tandwielkast?
		

		—Kies een optie—
haakse
rechte tandwielkast


		

	




	
		Wat voor uitgaande as?
		

		—Kies een optie—
Volle as
Holle as
Flens


		

	

	
		
		

		[group volleas]

Met spiebaanZonder spiebaan

[/group]

[group holleas]

Met doorlopende spiebaanMet krimpschijvenMet flens

[/group]
		

	




	
		Behuizing uitgaande kant?
		

		—Kies een optie—
B5 (met flens en doorgaande gaten)
B14 (rond met draadgaten)


		

	

	
		Materiaal Behuizing:
		

		—Kies een optie—
Roestvaststaal
Anders (staal / aluminium)


		

	

	
		[group materiaalbehuizingspec]

Deels RVS (standaard)Volledig RVS (optioneel, met meerprijs)

[/group]
		

	




	
		Inschakelduur
		

		—Kies een optie—
Continue bedrijf (S1)
Cyclisch bedrijf (S5)


		

	

	
		Wat zijn het aantal Cycli per minuut?
		

		
		

	




	
		Is geluidsniveau van belang?
		

		—Kies een optie—
ja
nee


		

	

	
		Welk smeermiddel?
		

		Nye Nyogel 792D (standaard)
Mulem AC/D (heavy duty)
Nye Nyogel 670F (Food Grade)
Nye Nyogel 380G1 (Low temperature)


		

	



[/group]

[group tandheugels]



	
		Tandheugel en rondsel
		

	




	
		Horizontaal of verticaal
		

		Horizontal
vertical


		

	

	
		[group frictioncoefficient]
		

		Frictie co-efficient
		

		0,05
0,1
0,15



[/group]
		

	




	
		Te bewegen massa (kg)
		

		
		

	

	
		Externe kracht (N) (Indien mogelijk)
		

		
		

	

	
		Maximale snelheid (m/sec)
		

		
		

	




	
		Versnellingstijd (s)
		

		
		

	

	
		Slag (mm)
		

		
		

	

	
		Vertragingstijd (s)
		

		
		

	




	
		Gewenste nauwkeurigheid
		

		<0,05 mm/m
<0,20 mm/m
< 0,5 mm/m
not so important


		

	

	
		Schuin- of rechtvertand
		

		Preference helical
spur gearing


		

	



[/group]



	
		Naam
		

		
		

	

	
		Zakelijk e-mailadres
		

		
		

	

	
		Telefoonnummer
		

		
		

	

	
		Opmerkingen?
		

	
		
		

		De door u ingevulde gegevens worden enkel gebruikt voor communicatie over uw vraag en niet in een andere database opgenomen dan degene die enkel voor dit doel ingericht is. Onze privacyverklaring vindt u hier.
		

	




	
		
		

	








      

    

  





  
  
    
    
    
        
        
          ×
        
                
            
                


 













Vul het contactformulier in



	Naam*


	

	E-mailadres*
	

	Onderwerp 
	

	Je bericht

 

	


	









            

        

    

    

    

    

  



        


	On this website, Apexdyna uses cookies and similar techniques to ensure the website functions properly and to analyze how the website is being used. More information

	
	Not agreed
	Agree
	
































